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ACCESSORIES

CL-01 / CL-11 / CL-12 / CL-15.1 / CL20 / ST-100 / ST-110 / ST-111
CL-30 / CL-31 / CL-41 / M-666 / ST-666
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CL-31

CL-41

CL-30 
2-arm LED illuminator
Light sources: LED (x2);
With 2W high efficiency LEDs. 
Chromaticity coordinates (x,y): 0.320, 0.320;
Luminous flux: 80 lm each arm;
Emission angle: 35°;
Power supply: 12Vdc, 1500 mA;
Without brightness control.

CL-31 	
2-arm LED illuminator
Light sources: LED (x2);
With 2W high efficiency LEDs. 
Chromaticity coordinates (x,y): 0.320, 0.320;
Luminous flux: 80 lm each arm;
Emission angle: 35°;
Power supply: 12Vdc, 1500 mA;
With brightness control.

CL-41 
Light sources: LED (x2);
With 3,5W high efficiency X-LED. 
Chromaticity coordinates (x,y): 0.320, 0.320);
Luminous flux: 400 lm each arm;
Emission angle: 25°;
Power supply: 12Vdc, 1500 mA;
With brightness control.
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CL-15.1

CL-20

CL-01 CL-11 CL-12

CL-01 	 Cold light generator
	 100W cold light generator, extra-high efficiency 12V halogen dichroic lamp. Brightness adjustment on remote control panel.  

CL-11 	 Double-arm optic fiber guide
	 Lenght 500 mm, diameter 13 mm. Fitted with two fixed condensers (lenses) at the ends of the arms.

CL-12 	 Ring optic fiber guide
	 Lenght 700 mm, diameter 16 mm. The circular end is suitable for all series , by using the three locking screws.  
	 Diameter of the fixing ring: 55mm.

CL-15.1 	 LED ring light illuminator
	 Led ring light illuminator. Suitable for all series. Intensity light control. Diameter of the fixing ring 60mm.

CL-20 	 Ring light illuminator
	 Fluorescence ring light illuminator, 8W. Suitable for all series. Diameter of the fixing ring: 60mm.
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ST-110

ST-100

ST-111

ST-666M-666

ST-100 	 Moving stage
	 Manual positioning stage.
	 Dimensions: 185x145mm.
	 Range: 56mm (X) x 35mm (Y)

ST-110 	 Moving stage, with knobs
	 Manual positioning stage, using knobs for X-Y movements.
	 Dimensions: 180x155mm.
	 Range: 75mm (X) x 54mm (Y).

ST-111 	 Moving stage, with micrometer screws
	 Manual positioning stage, using micrometer screws.
	 Dimensions: 185x145mm.
	 Range: 25mm (X) x 25mm (Y). 
	 Micrometer screws resolution: 0.01mm

M-666 	 Heating stage 
	 Temperature range: 20°C (room temperature) – 50°C
	 Temperature setting resolution: 1°C
	 Temperature measuring resolution: 0.1°C
	 Display: LED display for set temperature
	 LED display for measured temperature
	 Power supply:  Input: 110/220Vac 50/60Hz. Power: 50W

ST-666 	 Heating stage  for stereomicroscopes
	 Temperature range: 20°C (room temperature) – 50°C
	 Temperature setting resolution: 1°C
	 Temperature measuring resolution: 0.1°C
	 Display: LED display for set temperature
	 LED display for measured temperature
	 Power supply:  Input: 110/220Vac 50/60Hz. Power: 50W
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